
Boundless Security Systems, Inc.
sharper images with better access and easier installation

Inputs and Outputs of Boundless’ Multi-function, Advanced IP-Based, Ultra Low
Bandwidth, Multi-Stream Video Server Subminiature Ventless

Sept. 17, 2007

Notes:

1) Optional software may be required to use certain ports

2) Specifications and pho to subject to change wi thout notice

3) Approx. dimensions 6.25” W x 2.25” H x 10” L, plus ext. fan

© 2006-7 Bound less Security Systems, Inc. (BSSI)
3 Simm Lane, Unit #1F • Newtown, CT 06470 USA

tel. 203-445-0562 • fax 203-445-0564
sales(at)Bound lessS.com • www.Boun dlessS.com

© 2006-7 Bound less Security Systems, Inc. (BSSI)
3 Simm Lane, Unit #1F • Newtown, CT 06470 USA

tel. 203-445-0562 • fax 203-445-0564
sales(at)Bound lessS.com • www.Boun dlessS.com

• Four TTL b inary inputs for access control devices

• Eight TTL binary outputs for device control

• RS-232 Serial Port for external RS-232 / RS-485 converter
for PTZ camera control

• Analog audio ou tput port

• DC power input (3-wire if wi th ign ition-switch input)

• RJ45 ethernet for external wi red network or wireless router

• Optional second RS-232 Serial Port not shown

• Four analog CCTV video inputs (not multiplexed)

• Power swi tch



Boundless Security Systems, Inc.
sharper images with better access and easier installation

Inputs and Outputs of Boundless’ Multi-function, Advanced IP-Based, Ultra Low
Bandwidth, Multi-Stream Video Server Compact

Sept. 17, 2007

Notes:

1) Optional software may be required to use certain ports

2) Specifications and pho to subject to change wi thout notice

3) Approx. box dimensions 11.75” W x 2.5” H x 10.75” L

• Power swi tch
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• Four TTL b inary inputs for access control devices

• Eight TTL binary outputs for device control

• RS-232 Serial Port for external RS-232 / RS-485 converter
for PTZ camera control

• RJ45 ethernet for external wi red network or wireless router

• Analog audio ou tput port

• four analog CCTV video inputs (not multiplexed)

• DC power input



Boundless Security Systems, Inc.
sharper images with better access and easier installation

Inpu ts and Outputs of Boundless’ Multi-function, Advanced IP-Based, Ultra
Low Bandwidth, Multi-Stream Video Server Standard

Sept. 17, 2007

Notes:

1) Optional software may be required to use certain ports

2) Specifications and pho to subject to change wi thout notice

3) Approx. box dimensions 8” W x 7.5” H x 12” L
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• Analog audio output port

• Power swi tch
• AC power input

• Two RS-232 Serial Ports for external RS-232 / RS-485
converter for PTZ camera control; RS-232 control signals
can be used for binary event input/output

• RJ45 ethernet for external wi red network or wireless router

• Four analog CCTV video inputs (not multiplexed)



Boundless Security Systems, Inc.
sharper images with better access and easier installation

Photograph o f Boundless’ Advanced IP-Based, Ultra Low Bandwidth, Nail -
and-GoTM with Internal Recording and Cellular Modem, on Telephone Pole

Oct. 1, 2007

Notes:

1) Optional software may be required to use certain functions

2) Specifications and pho to subject to change wi thout notice

3) Box dimensions approx. 18” W x 20” H x 9” Deep
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1) Dual-band, magnetic mount, cellular antenna

2) Concealed day/night, 360-degree, PTZ camera

3) Concealed u ltra wide angle, global-view camera

4) 12 VDC (nominal) input (1/2” outdoor flex conduit)

5) 1/2” waterproof plug for video cable for external
camera #1 (optional, camera not included)

6) 1/2” waterproof plug for video cable for external
camera #2 (optional, camera not included)

7) Waterproof plug for 8’ cable for cellular antenna

8a, 8b) Aluminum pole-mounting brackets for 1/2”
bands, with all stainless s teel exterior hardware

9) Hood for heat exchanger chamber air exhaust fan

10) Hood for heat exchanger chamber air intake

11) Weatherproof, sun-rated, white fiberglass box
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